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PART NO. : EST2501-WV-XP 

Recommended P.C.B Layout(Top Si如}ent Rating: 3A AC, DC 
Voltage Rating: 250V AC, DC 

Temperature Range: -25'c-+120'C 

Contact Resistance: 20m max Q 

Insulation Resistance: JOOOM miBl. 

Withstanding Voltage: BOOV 

Material: WAFER:PA66 UL 94V-O 
PIN: BRASS/TIPLATED 

P. C. B Thickness = 1. 20mm

(Tolerance= 士0. 05) 

PART NO. D1mens1ons 

(90') A B 

I XH2.5-2A 7.50 2.50 

*A土 0.20 I XH2.5-3A 10.00 5.00 

XH2.5-4A 12.50 7 50 

XH2.5-5A 15.00 10. 00 

XH2.5-6A 17. 50 12.50 

XH2.5-7A 20.00 15.00 

XH2.5-8A 22.50 17.50 

XH2.5-9A 25.00 20.00 

XH2.5-10A 27.50 22.50 

XH2. 5-llA 30.00 25.00 

XH2.5-12A 32.50 27.50 

XH2.5-13A 35.00 30.00 

XH2.5-14A 37.50 32. 50

0. 64*0. 64 2P视图 I XH2.5-15A 40. 00 35. 00 
I XH2.5-16A 42.50 37. 50
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针座 间距2.5 立插 不带耳 10P


